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QUSTICS QuietClip CIC, CEILING PENETRATION DETAIL 
TYPICAL PIPE, SPRINKLER, LIGHTING AND ELECTRICAL

VIEW: ELEVATION

 ALL THREAD OR WIRE 
PIPE/HVAC SUPPORT 

PENETRATION
CEILING ELECTRICAL 
BOX PENETRATION

 ACOUSTICAL DETAIL 
RECESSED LIGHT BOX 

OR SPEAKER  
PENETRATION 

FIRE SPRINKLER 
PENETRATION

PENETRATIONS PACKED 
WITH INSULATION AND 
CAULKED AIRTIGHT WITH 
NON-HARDENING 
ACOUSTICAL CAULK.

PENETRATIONS PACKED 
WITH INSULATION AND 
CAULKED AIRTIGHT WITH 
NON-HARDENING 
ACOUSTICAL CAULK.

NOTE:
1. NO RIGID ATTACHMENT BETWEEN 
STRUCTURALLY SUPPORTED ASSEMBLIES AND 
ISOLATED CEILING.  

2. ALL EDGE SEAMS AND PENETRATIONS SHALL BE    
CAULKED AIRTIGHT WITH ACOUSTICAL NON-
HARDENING CAULK.

ACOUSTIC RECESSED BOX 
CONSISTING OF TWO LAYERS OF 
5/8IN GYP  TAPED AND MUDDED 
OR SEALED AIRTIGHT WITH NON-
HARDENING ACOUSTICAL CAULK. 

ACOUSTIC RECESSED BOX 
SEALED TO ISOLATED CEILING 
WITH NON-HARDENING 
ACOUSTICAL CAULK AND 
MECHANICAL FASTENERS.  

ELECTRICAL BOX TO BE SEALED 
AIRTIGHT WITH MINIMUM OF ONE 
LAYER OF 1/8IN ACOUSTICAL 
NON-HARDENING PUTTY PAD ON 
OUTSIDE OF BOX.  


