
TITLE
SCALE: SHEET

DWG NO

REV DATE QUSTICS.com

1/1N.T.S.

3" to 6"
(76mm - 152mm)

16" MAX
(406mm)

WOOD OR STEEL JOIST  16" O.C. (406mm)
48" MAX
(1219mm)

QUSTICS QuietClip CIC, WOOD OR METAL CEILING FRAMING
UP TO 3 LAYERS GYP. 16" SPACING ON 16" O.C. FRAMING, TYP.

3" to 6"
(76mm - 152mm)

260505-QC-CL

rev.2 05/05/26

VIEW: REFLECTED CEILING

NOTE:
1. WHERE LOAD ON CLIPS EXCEEDS 36LBS ACOUSTICAL DESIGN 

LOAD, CLIP SPACING SHOULD BE REDUCED AS REQUIRED TO NOT 
ACCEED RATED CONDITION. 

2. FOR CEILING CONDITION USE 3IN #8 WOOD SCREW (WOOD) OR 1-
3/4IN #8 SELF TAPPING METAL SCREW (METAL). OPTIONAL #10 OR 
#12 SCREWS OF SAME LENGTH AND TYPE MAY BE SUBSTITUTED.

3. ALL EDGE CONDITIONS AND PENETRATIONS SHOULD BE SEALED 
AIRTIGHT WITH APPROVED NON-HARDENING ACOUSTICAL CAULK.

7/8" FURRING CHANNEL,
25GA, TYP. (BY OTHERS)

QuietClip CIC
@ 16" x 48" O.C. 
STAGGERED 
LAYOUT, TYP.
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