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QUSTICS QuietClip CIC, CEILING ELEVATION BUILD-UP, 
TYPICAL QuietClip CIC BUILD-UP ON JOISTS (1-3 LAYERS GYP.)

NOTE:
1. GYPSUM BOARD SHALL BE MOUNTED WITH 
STAGGERED SEAMS BETWEEN LAYERS, FINAL 
LAYER TAPED AND MUDDED AIRTIGHT AT ALL 
JOINTS. 

2. ALL EDGE SEAMS AND PENETRATIONS SHALL BE    
CAULKED AIRTIGHT WITH ACOUSTICAL NON-
HARDENING CAULK.

(2) LAYERS 5/8" GYP. SHOWN
STAGGERED SEAMS, TAPED & 
MUDDED, TYP. (BY OTHERS)

WOOD (SHOWN) OR 
STEEL FRAMING, TYP. 
(BY OTHERS)

PLYWOOD SUBFLOOR
AND FINISHED FLOOR
(BY OTHERS)

7/8" FURRING CHANNEL,
25GA, TYP. (BY OTHERS)

BATT INSULATION, 1.4 PCF PINK 
INSULATION OR ACOUSTIC 
MINERAL WOOL (BY OTHERS)

QuietClip CIC
@ 24" x 48" O.C. 
STAGGERED LAYOUT, TYP.

VIEW: ELEVATION


